
NVELOPE™ 
2.2 mm T-rail

All information is non-binding and without guarantee. Before using the products, all specifications and calculations 
must be checked by a suitably qualified person and local regulations must be observed. This document is subject 
to revision. We reserve the right to make technical changes. (04/2024, V1.01)
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Product Selection

Material No. Description NAC Code Material 

1521423 T Profile 60 x 100 x 2.2 x 3000 mm (118.11") NV-T60-100-2.2-3000 6005A-T6 Aluminum 

1521434 T Profile 60 x 100 x 2.2 x 6000 mm (236.22") NV-T60-100-2.2-6000 6005A-T6 Aluminum 

Preformance Data

Rail Material Properties

Young's Modulus 10,100 ksi (70 GPa)

Tensile Strength 38 ksi (260 MPa)

Shear Strength 24 ksi (165 MPa)

Tensile Yield 35 ksi (240 MPa)

Thermal Conductivity 1,310 Btu-in/ft2-hr-°F  (183 W/m-k)

Rail Section Properties

lx 0.257 in4 (107,075 mm4)

Iy 0.431 in4 (179,433 mm4)

Rx 0.685 in (17.40 mm)

Ry 0.887 in (22.52 mm)

A 0.548 in2 (353.74 mm2)

Sx 0.136 in3 (2,223.5 mm3)

Sy 0.219 in3 (3,589.04 mm3)
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NOMINAL HEIGHT

NOMINAL WIDTH

Centroid Y

*Note: Other sizes are available, please contact SFS for additional information.


